
Getting testing results you know you can rely on is our 
number one priority, which is why our General Purpose 
Viscosity Standards are duel certified to ISO 17025/ ISO 17034. 
We also make sure they are tested in accordance with ASTM D2162 
and ASTM D1480.

LGC Industrials believes that working together, we can ensure the integrity of the 
current global infrastructure and the environment it inhabits. Now and for 
generations to come.

LGC Industrial. The Material Difference.

GENERAL PURPOSE
VISCOSITY 
STANDARDS

lgcstandards.com/industrial

Browse our range of Viscosity Standards

Our portfolio includes:
• General Purpose Viscosity Standards
• CCS Viscosity Standards 
  (Cold Cranking Simulator)
• Cone & Plate Viscosity Standards (CAP)
• Flow Cup Viscosity Standards
• High Temperature Viscosity Standards

• High Temperature Viscosity Standards,       
   100 to 150 °C
• Low Temperature Viscosity Standards
• Mineral Oil Rotational Viscosity Standards
• Pure Water Viscosity Standards
• Silicone Rotational Viscosity Standards

http://lgcstandards.com/industrial
https://www.lgcstandards.com/GB/en/search?text=viscosity


General Purpose Viscosity Standards (500 mL)

Description Kinematic 40°C Dynamic 25°C Product Number

Type D10 0.7.572  10.09 ALK-D10

Type D1000 424.5  1021  ALK-D1000

Type D5 3.856  4.695 ALK-D5

Type D500 225.7  505.4 ALK-D500

Type D5000 2101 5882  ALK-D5000

Type D7500 2713  7782 ALK-D7500

Type N.4 0.3981  0.2944  ALK-N.4

Type N.8 0.5954 0.4887  ALK-N.8

Type N1.0 0.9976 0.9400  ALK-N1.0

Type N10 10.05 14.34 ALK-N10

Type N14 13.76 20.50 ALK-N14

Type N100 100.5 204.8 ALK-N100

Type N10200 9992 30656 ALK-N10200

Type N140 141.1 255.4 ALK-N140

Type N1000 1001 2615 ALK-N1000

Type N1400 1378 3296 ALK-N1400

Type N15000 12954 41379  ALK-N15000

Type N18000 18279 58021 ALK-N18000

Type N2 2.031 2.176 ALK-N2

Type N250 252.8 481.0 ALK-N250

Type N2500 2488 6695  ALK-N2500

Type N26 27.53 39.98  ALK-N26

Type N35 32.62 56.31  ALK-N35

Type N350 316.1 740.3 ALK-N350

Type N44 44.19 71.23 ALK-N44

Type N415 408.2 817.4 ALK-N415

Type N4000 3435 9884  ALK-N4000

Type N5100 5110 15228 ALK-N5100

Type N7.5 6.748 8.514 ALK-N7.5

Type N75 75.81 129.0 ALK-N75

Type N750 749.0 1643 ALK-N750

Type S20 18.10  28.33 ALK-S20

Type S200 182.1 398.4 ALK-S200

Type S2000 1752 4899 ALK-S2000

Type S3 2.920 3.320 ALK-S3

Type S30000 23124 76169 ALK-S30000

Type S6 5.772 7.350  ALK-S6

Type S60 52.93 98.83 ALK-S60

Type S600 516.9 1275 ALK-S600

Type S8000 6853 21142 ALK-S8000

LGC Quality
ISO 17043 | ISO 17034 | ISO/IEC 17025 | ISO 9001

You’ve trusted us for decades to create 
superior reference materials and innovative 
measurement tools that support the quality of 
your analyses.

Leveraging the synergies of the LGC Industrials 
product lines, we are joining together, VHG, 
ARMI, MBH, and Paragon Scientific, under 
a single brand; Industrial. Building on our 
collective expertise, Industrial fosters the 
innovation and the agility necessary to create 
the measurement tools you rely on when 
developing, using, and transforming materials 
to achieve your mission.


